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Router |

Linksys SPA3102

Voice ‘

Linksys Phone Adapter Configuration

Info | System| SIP | Regional | Line 1 | PSTN Line | User 1 | PSTN User |

Response Status Code Handling

5IT1 RSC:
SIT3 RSC:

RTP Parameters
RTPF FPort Min:

SDP Pavload Types
NSE Dynamic Payload:

G726r16 Dynamic Payload:
G726r40 Dynamic Payload:

User Login basic | advanced

Router ‘

16384

100
98
96

5IT2 RSC:
S5IT4 RSC:

RTF Port Max:

AT Dynamic Payload:

G726r24 Dynamic Payload:
G728b Dynamic Payload:

User Login basic | -advanced

165482

101
97
99

Undo All Chang_es

Submit All Changes
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Info | System | SIP | Regional| Line 1 | pSTN Line | User 1 | PSTN User

\Line Enable:

SIP Settings
ISIP Port:

Proxy and Reaistration
|Proxy:

|Reqister:

;Register Expires:

Subscriber Information
\Display Name:
\Paszzword:

lAuth 1D:

[ves[v]
5060

85.119.188.3

ye s | e |

300

0258581234

ddddk ki ki s

02883 1234

'Supplementary Service Subscription

|Call Waiting Serv:
|Block ANC Serv:
|Cfwd All Serv:

|Cfwd Mo Ans Serv:
|Cfwd Last Serv:
|Accept Last Serv:
CID Serv:

fCaII Return Serv:
|Call Back Serwv:
|Three Way Conf Serv:
|Unattn Transfer Serv:
IVMWI Serv:

\Audio Configuration

| ves |iw|
| ves o]
ves v
{ves 36
yes | |
ves [v]
yes v
YES |LV ]
| ves ||
|yes | » |
ves v

yes [>]

Make Call Without Reg:
Ans Call Without Reg:

User ID:
Use Auth ID:

Block CID Serv:
Dist Ring Serv:
Cfwd Busy Serv:
Cfwd Sel Serv:
Block Last Serwv:
DND Serv:

CWCIL Serv:

Call Redial Serv:
Three Way Call Serv:
Attn Transfer Serv:
MWI Serv:

User Login basic | advancad

no | v

[no_[se]

028851234

I
ves [




Audio Configuration
|Preferred Codec:

Use Pref Codec Only:
DTMF Tx Method:

Gateway Accounts

VoIP Fallback To PSTN

User Login baszic | adwvanced

LINkKsYS

1 INI

|G711u |

[no [w]

| Aute

Silence Supp Enable:
FAX CED Detect Enable:

Undo All Changes

| |_Submit All Changes _|
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Linksys Phone Adapter Configuration

Info | System | SIP | Regional | Line 1 | PSTHN Line User 1 | pSTN User UserLogin  basic | sdvanced

‘call Forward Settings

|Cfwd All Dest:
|Cfwd Mo Ans Dest:

|Selective Call Forward Settings

|Cfwd Sell Caller:
|Cfwd Sel2 Caller:
\Cfwd Sel3 Caller:
|Cfwd Seld Caller:
Ewad Sels Caller:
|Cfwd Sels Caller:
Ewad Sel7 Caller:
|cfwd Selg Caller:
|Cfwd Last Caller:
|Block Last Caller:

\Supplementary Service Settings

|CW Setting:

|Block AMC Setting:
|CID Setting:

|Dist Ring Setting:
Message Waiting:
iMedia Loopback Mode:

ves[w]
(o [w]
yes ]
yes[w]
=

jsclurc:e'Lvl

Cfwd Busy Dest:
Cfwd No &Ans Delay: 20

Cfwd Sell Dest:
Cfwd Sel2 Dest:
Cfwd Sel3 Dest:
Cfwd Seld Dest:
Cfwd Sels Dest:
Cfwd Selé Dest:
Cfwd Sel7 Dest:
Cfwd Selg Dest:
Cfwd Last Dest:
Accept Last Caller:

Block CID Setting: no |}:_[
DMND Setting: no [\_’l
CWCID Setting: ves [v]
Secure Call Setting: [na |:|

Media Loopback Type; ::I'_'I_'!I?E_Ii_E! |:I






